UNCLASSIFIED

AD NUMBER

AD904092

NEW LIMITATION CHANGE

TO

Approved for public release, distribution
unlimited

FROM
Distribution authorized to U.S. Gov't.
agencies only; Test and Evaluation; SEP
1972. Other requests shall be referred to
Air Force Materials Lab., AFSC,
Wright-Patterson AFB, OH 45433.

AUTHORITY

AFWAL l1ltr, 3 Nov 1983

THIS PAGE IS UNCLASSIFIED




!\‘\.

; AFML-TR-72-30

INSTALLATION OF A SELF-SEALING MATERIALS
SYSTEM IN A C-130 INTEGRAL FUEL TANK WING

R. M. Heitz
F. Hill

AD904092

Northrop Corporation
Aircraft Division .

TECHNICAL REPORT AFML-TR-72-30

September 1972

Distribution limited to U,S, Government agencies only; (test and evaluation)
September 1972, Other requests for this document must be referred to Air Force
Materials Laboratory, Nonmetallics Materials Division, Elastomers and Coatings
Branch, AFML/LNE, Wright-Patterson AFB, Ohio 45433

AIR FORCE MATERIALS LABORATCRY
AIR FORCE SYSTEMS COMMAND
WRIGHT-PATTERSON AIR FORCE BASE, OHIO 45433




Best N
Available
Copy




B - B R iy

—

~

=N

’ NOTICE

When Government drawings, specifications, or other data are used for any
purpose other than in connection with a definitely related Government pro- \
curement operation, the United States Government thereby incurs no responsi- -
. bility nor any obligation whatsoever; and the fact that the government may
ﬁ have formulated, furnished, or in any way supplied the said drawings, zpecifi-

cations, or other data, is not to be regarded by implication or otherwise as in
:" any manner licensing the holder or any other person or corporation, or conveying

any rights or permission to manufacture,use, or sell any patented invencion that
\ may in any way be related thereto.

2 i Copies of this report should not be returned unless return is required by 1
security considerations, contractual obligations, or notice on a specific document. i

R Faee




FOREWORD
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Branch of the Nonmetallic Materials Division, AFML.

Dr. R, M. Heitz served as the principal investigator in this p+~n ram, Other
Northrop personnel who made major contributions in this researc: program
were: Dr. G, H. Bischoff and Messrs. F, Hill. R, McGaffin, J. :uperata,

J. H, Rudy, and D, A, Karlson.

The contractor's report number is NOR 72-6. This report cove s work from
15 June 1971 te 15 January 1972,

This report was submitted by authors 24 January 1972,

This technical report has been reviewed and is approved.

W"ﬂ .—‘1”\\
W, P, mson, Chief
Elastomers and Coatings Branch
Nonmetallic Materials Division
air Force Materials Laboratory

ii

<
£
{
¥
4
1
:
¥
.

P o

l.‘f‘ﬁ

e



L™ e o, A . . -
Kot Y s, averen N A U AN 5 o S
o

ABSTRACT

The objective of this program was to adapt a newly developed self-
sealing integral fuel tank materials system to a C-130 integral wing tank
and evaluate its resistance to slosh and vibration damage as well as its
protective capabilities against small arms ground gunfire. The selected
system consists of a combination of fle'..ble ballistic nylon laminates
(corrugated and flat) and precompressed Buna-N closed-cell foam.

This system, when installed in a C-130 wing integral fuel ta.x section,
was found to withstand slosh and vibration tests.

In firing tests of this system installed in a C-130 wing integral fuel
tank section, promising results were obtained. The damage control system
proved successful in limiting the damage to the C-130 skin structure. The
self-sealing system was successful for many .50 caliber AP and API impacts,
When the projectiles hit a rib longitudinally and tumbled immediately behind
the tank entry skin structure, large areas of the tank were damaged and
sealing was only partially effective.

When installed in the slosh and vibration tests tank, the weight of
the system was 1.70 pounds/foot2 and its thickness exceeded the height of the
structural ribs (5/8-inch) by 3/16 of an inch. By comparison when installed
in the firing tests tank, the weight of the system was 1,85 pounds/foot2 and
its thickness exceeded the height of the structural ribs (7/8-inch) by
3/16 of an inch.
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SECTION I

INTRODUCTLON

Small-arms ground fire is still a hazard to aircraft fuel systems. A
20mm or smaller size projectile puncturing an aircraft fuel tank may produce
leaks causing loss of fuel, fires, explosions, and possibly destruction
of the aircraft, In view of these hazards and their implications on aircraft
safety, development of new and improved passive lefense techniques are required.

The objective of this investigation is to : lapt a damage control and
self-sealing integral fuel tank materials system, developed under a related
Air Force Contract, F33615-70-C-1426, to a C-130 wing integral fuel tank and
cenduct evaluations for resistance to slosh and vibration, and resistance to
damage by .50 caliber AP and API and 20mm AP projectile impacts.,

fne work activities on this contract are divided into five areas, and
the accemplishments of each are reviewed in Section II of this veport,

-1-

AT ek g Y

S L SR Y




SECTION II

TECHNICAL DISCUSSION

A. SIMULATED VERTICAL SHOTS IN C-130 SKIN STRUCTURE SECTIONS

In preparation for the final selection of the damage control and self-
se2'.ing systems to be installed in the C-130 slosh aud vibration test tank and
firing test tank, simulated impact tests in C-130 skin structure sections
were performed, In these tests the damage control and the seli-sealing
systems used for protcsting the C-130 wing tank skin structure against small-
arms ground fire (.50 caliber AP and API and 20 mm. AP) are shown in Figure L.
They are a combination of flexible ballistic nylon laminates (corrugated and
plain) and precompressed Buna-N closed-cell foam. A method for fabricaiing
these laminates was developed and will be described below in Section C.

Using this method, corrugated and plain laminates were fabricated from
which several C-130 test panels were fabricated, using C-130 skin structure
sections taken from wing station OWS 421 to OWS 456 (Figure 2). The skin
thickness of the section was .050-inch and the rib height was 5/8-inch. The
panels were fabricated so that they could be mounted to a two-foot-cube tank
for the firing tests., Each panel was mounted to the test setup as shown in
Figure 3. This setup was used to simulate vertical shots. The PVC plastic
film simulated the liquid level inside the tank. 7Ta each test, a high-speed
motion picture was taken to observe (a) the impact at the entry and the exit
tank sides, and (b) to observe the phenomena taking place inside the tank.
The panel configurations tested are shown in Figure 4.

1. C-130 Skin Structure Section without Any Protection

In this series of tests, panels having a configuration of Structure A
(Figure 4) were mounted at the entry and exit side of the tank setup. 1In
test, when the ,50 caliber AP proiectile impacted between two ribs at the
tank entry side, a clean hole with no rupturing was obtained in the entry
panel skin, At the tank exit side, the projectile penetrated the panel in a
tumbled condition hitting a rib and rupturing the exit C-130 panel heavily.
However, when the projectile hit a rib of the panel at the tank entry side,
the entry panel skin structure ruptured heavily as shown in Figure 5. The
panel at the tank exit side was hit by the tumbled projectile. Rupture was
minor, as is shown in Figure 5.

2. C-130 Skin Structure Section Protected with ti+ nomage Control System Only

Panels having the configuration of Structure B (Figure 4) were mounted at the

entry and exit side of the tank setup, The same impact conditi»ns as for

Structure A configuration were used; that is, a penetration between two ribs
and a hit of a rib, When the projectile (.50 caliber AP) penetrated between
two ribs at & 90-degree angle of incidence, the entry panel skin showed only
a small hole, This was almost sealed by the corrugated laminate as shown in
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FIGURE 2, OUTER WING BOX BEAM STRUCTURE
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STRUGTURE A ' PROJECTILE ,050 AL
~ ) (7075-T6) SKIN

JJJWJQY
N\ 5/8" HICH
LIQUID RIBS

STRUCTURE B - DAMAGE CONTROL SYSTEM / 050" AL SKIN
- _ P
BER ¢ e 5781 HIGH
‘E RIBS

FLEXIBLE CORRUGATED
LIQUID LAMINATE (3 PLY)

STRUCTURE G - SELF-SEALING SYSTEM .050" AL SKIN
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LAMINATE (3 PLY)
LIQUID

COMPRESSED
FOAM

FIGURE 4, C-130 INTEGRAL FUEL TANK WING STRUCTURES
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Figure 6. At the tank exit side, the tumbling projectile hit the panel
between two ribs and left a 1 3/4-inch-long slit in the laminate (Figure 7).
The panel skin showed a 2 1/2-inch X l-inch hole with some petalling (Figure
8). 1In the case where the projectile hit a rib of the panel at the tank
entry side, the rib ruptured and was deformed. The corrugated laminate kept
the damage low and reduced the entry hole to the point where it almost sealed.
This can be seen in Figures 9 and 10. The panel at the tank exit side was
hit by the tumbling projectile which did not penetrate the panel skin. This
is illustrated in Figures 9 and 10,

3. C-130 Skin Structure Section Protected with the Damage Control and
Self-Sealing Systems

In this series of tests, panels having the configuration of Structure C
(Figure 4) were tested at the tank entry side against .50 caliber AP
projectiles impacting in either a 90-degree or in a 45-degree angle of
incidence. The results obtained in .the 90-degree angle of incidence shots are
illustrated in Figure 1l. Of the fourteen shots which penetrated the panel,
ten were between ribs, three brushed the ribs, and one hit one of the ribs.
After each impact, immediate sealing was ohtained by the combination of the
ballistic nylon laminates and the precompressed foam. No rupturing or cracking
of the skin was experienced. The liquid loss was insignificant, which showed
that the mechanical self-sealing mechanism had worked efficiently. The results
obtained in the 4°-degree angle of incidence shols are illustrated in Figures
12 and 13. Two 45-degree angle shots were performed in this panel. 1In a first
shot the projectile penetrated between two ribs and hit a rib on its way in.
The puncture sealed immediately and no leak was observed. In the second 45-
degree angle shot, the projectile hit a rib at entrance. Again efficient
sealing was obtained.

Based on the successes obtained above, it was decided to use the self-
sealing system illustrated in Figure 4 for installation in “he C-130 slosh and
vibration test tank and firing test tank.

B, PREPARATION OF C-130 WING TANKS--SLOSH AND VIBRATION TEST TANK AND
FIRING TEST TANK

The wing section received from Lockheed, Marietta, was uncrated and mounted
on a fixture for disassembly and cutting. All internal plumbing, fuel system
components, and trailing edge fairings were removed. The wing section was cut
in two places, forming three separate tanks, as shown in Figure 14. Tank
number one extended from OWS 214 to OWS 283; tank number two extended from OWS
283 to OWS 421; and tank number three extended from OWS 421 to OWS 562,

Inspection of the number one tank, which initially had been selected for
the slosh and vibration test, revealed several cracks in the bottom skin
structure. These cracks had apparently occurred during static testing of
the wing at Lockheed, Due to the number and size of these cracks, it was.
deemed unadvisable to use this tank for the slosh and vibration test. This
problem was discussed with the AFML. 1t was agreed that a section (OWS 491
to OWS 562) of number three tank would be used for the slosh and vibration
tests.,
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